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Code Material
 1 Brass
 2 Stainless 
  Steel

Code  Diameter
 260 .260˝
 385 .385˝

75 W 0750   H T 260 C    
 Size  U-Dimesion Thread Lagging Shank Type Bore Material Cap & Facing Rating Special
          Chain   Lagging 
             Length 

Code  Inches
 – Without – Without
 L With L With

Code Inches
 0162 15⁄5⁄5 8⁄8⁄
 0250 21⁄1⁄1 2⁄2⁄
 0450 41⁄1⁄1 2⁄2⁄
 0750 71⁄1⁄1 2⁄2⁄
 1050 101⁄1⁄1 2⁄2⁄
 1350 131⁄1⁄1 2⁄2⁄
 1650 161⁄1⁄1 2⁄2⁄
 1950 191⁄1⁄1 2⁄2⁄
 2250 221⁄1⁄1 2⁄2⁄

Code Facing
 F Flat Face F Flat Face
 R Raised Face R Raised Face
 J Ring Joint J Ring Joint
 L Lap Joint L Lap Joint

Code Type
 T NPT Thd.
 W Weld-in
 F Flanged
 V Van Stone
 S Socket 
  Weld
 M Limited  
  Space  
  Threaded
 G Ground 
  Joint
 C Sanitary

   Code Type
AA Brass

 B    Carbon Steel
 C AISI 304 
 S AISI 316

75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    75 W 0750   H T 260 C    

Thermowells

Code Internal Thread
 – 1⁄1⁄1 2⁄2⁄  NPSM

Code Shank
 H Tapered
 S Straight
 R Stepped
 B Built-up

Code Rating #Code Rating #
   150   150   150   150   150   150
   300   300   300   300   300   300
   600   600   600   600   600   600
 1500 1500 1500 1500 1500 1500
 2500 2500 2500 2500 2500 2500

Type: Straight (Uniform) Shank, Threaded
Bore Size: .385
Process Conn.: 1⁄1⁄1 2⁄2⁄ , 3⁄3⁄3 4⁄4⁄ , 1 NPT, Wed-In   
Materials:  Brass, Carbon Steel

304 Stainless Steel, 316 Stainless Steel
Type: Stepped Shank, Threaded
Bore Size: .260
Process Conn.:  1⁄ 1⁄ 1 2⁄2⁄ , 3⁄3⁄3 4⁄4⁄ , 1 NPT
Materials:  Brass, Carbon Steel

304 Stainless Steel, 316 Stainless Steel

Type: Socket Weld
Bore Size: .260, .385
Process Conn.: 3⁄3⁄3 4⁄4⁄ ,̋ 1˝ Pipe Size4,̋ 1˝ Pipe Size4

Materials:  304 Stainless Steel, 316 Stainless Steel,
Carbon Steel

Type: Tapered Shank, Threaded
Bore Size: .260, .385
Process Conn.: 1⁄1⁄1 2⁄2⁄ , 3⁄3⁄3 4⁄4⁄ , 1 NPT
Materials:  Brass, Carbon Steel

304 Stainless Steel, 316 Stainless Steel

Type: Van Stone
Bore Size: .260, .385
Process Conn.: 1,̋  11⁄1⁄1 2⁄2⁄ ˝ Pipe Size
Materials: 304 Stainless Steel, 316 Stainless Steel

Type: Weld-in
Bore Size: .260, .385
Process Conn.: 11⁄1⁄1 2⁄2⁄ ˝ Dia.
Materials: 304 Stainless Steel, 316 Stainless Steel

Type: Flanged
Bore Size:  260, .385
Process Conn.: 1,̋  11⁄1⁄1 2⁄2⁄ ,̋  2˝ Pipe Size2,̋  2˝ Pipe Size2

Materials: 304 Stainless Steel, 316 Stainless Steel

Lagging Confi gurationStandard Confi guration

Lagging Confi gurationStandard Confi guration

Lagging Confi gurationStandard Confi guration

Lagging Confi gurationStandard Confi guration

Standard Confi guration

Standard Confi guration

Standard Confi guration

Standard Confi guration Lagging Confi guration

MADE IN U.S.A.

Type: Sanitary
Bore Size: .260, .385
Process Conn.: Tri-Clamp connection® 1,̋  11⁄1⁄1 2⁄2⁄ ,̋  2˝ 2,̋  2˝ 2

Materials: 304 Stainless Steel, 316 Stainless Steel

Code InchesCode Inches
 50  50 1⁄1⁄1 2⁄2⁄
 75  75 3⁄3⁄3 4⁄4⁄
 10 1 10 1 10 1
 12 1 12 1 12 11⁄1⁄1 4⁄4⁄
 15 1 15 1 15 11⁄1⁄1 2⁄2⁄
 20 2 20 2 20 2
 30 3  30 3  30 3 
 40 4 40 4 40 4


